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State of Utah

Department of Administrative Services

Division of Facilities
Construction & Management
4110 State Office Building
D Salt Lake City, Utah 84114
Phone: (801) 538 - 3018
Fax: (801) 538 - 3267

AUTO TRADES BUILDING ==
ROOFING IMPROVEMENTS
D.F.C.M. PROJECT NUMBER: 06019660 -

T

4600 SOUTH REDWOOD ROAD

AUTO TRADES BLDG.

TAYLORSVILLE, Utah SLCC.

TAYLORSVILLE, UTAH

- SALT™wA
1.  SUBCONTRACTORS SHALL FAMILIARIZE THEMSELVES WITH ALL PORTIONS OF THE DRAWINGS, APPLICABLE CODES é O I\_ I\ / MSﬁ Mﬁ
SPECIFICATIONS AND ADDENDA THAT PERTAIN TO THEIR WORK. THEY SHALL BE HELD RESPONSIBLE Vear Year
ARCHITECT MECHANICAL FOR ADHERING TO THOSE REQUIREMENTS AND SHALL NOT PREPARE ANY BID FROM PARTIAL SETS.
Reference to materials or methods have been made International Building Code 2003 National Electrical Code __N/A
the d . : d h the followi bbrevigti ) P+A ARCHITECTS NONE 2. ALL NUTS, BOLTS AND MISCELLANEOUS METAL EXPOSED TO WEATHER SHALL BE GALVANIZED International Mechanical Code __N/A__ Uniform Code for \ J
on € drawings In accoraance wi € Tollowing abbreviations: CONTACT: SCOTT PRIOR UNLESS OTHERWISE NOTED. International Plumbing Code ~ __N/A ___ Building Conservation —__N/A
mw“.ﬁm%mmxmﬂ/_@zwﬁﬂ_ >M_Mn_mm 3. ALL WORK SHALL COMPLY STRICTLY WITH THE INTERNATIONAL BUILDING CODE 2003, LATEST internationa) Fire Gode neA ADA Plocessibiiy N/A
’ . , International Ener: Guildelines .
# NUMBER GWB. GYPSUM WALL BOARD PHONE: B801.484.1161 EDITION, AND ALL LOCAL CODES AND ORDINANCES. Conservation Ooaom< N/A WHNO.EMOH, TITLE:
’ FEET GYP. BD. GYPSUM WALL BOARD FAX: 801.485.4640
» INCHES HC. HANDICAPPED 4. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS AND SHALL REPORT ANY A.  Occupancy and Group: __ F—1 B
& AND HOW HARDWARE INCONSISTENCIES TO THE CONTRACTING OFFICER. m _I O O
. Change in Use: Yes No _ X Mixed Occupancy: Yes _ X No ) - . .
@ AT H.M. HOLLOW METAL 5. CONTRACTOR SHALL REMOVE ALL SURPLUS MATERIALS, FALSE WORK, TEMPORARY STRUCTURES, . .
%] DIAMETER HORIZ. HORIZONTAL STRUCTURAL ELECTRICAL INCLUDING FOUNDATIONS AND DEBRIS OF ANY NATURE RESULTING FROM HIS OPERATIONS, AND TO Special Use and Occupancy (e.g. High Rise, Covered Mall): NO >C|_|O |_|m >D m m w_IU @
ADJ ADJUSTABLE HR. HOUR NONE NONE PUT THE SITE IN A NEAT AND ORDERLY CONDITION. B.  Seismic Design Category: _N/A Design Wind Speed: _I:90 mph .
AFF ABOVE FINISH FLOOR HT. HEIGHT 6. DIMENSIONAL DISCREPANCIES SHALL BE CLARIFIED WITH THE CONTRACTING OFFICER C.  Type of Construction (circle one): mo O_H_ ZO
ALUM ALUMINUM HVAC HEATING /VENTILATION/ 7. CONTRACTOR SHALL VERIFY LOCATIONS AND SHALL PROVIDE PROTECTION FOR UTILITIES WITHIN THE I I I I o o 4 v v
ASTM AMERICAN SOCIETY FOR AR CONDITIONING WORK AREA, WHETHER OR NOT INDICATED IN THE DRAWINGS. CONTRACTOR SHALL NOTIFY UTILITY ~ |l = = A B ® A B
TESTING MATERIALS HYD HYDRANT COMPANY IMMEDIATELY SHOULD SERVICE BE INTERRUPTED. D Fire Resist b ating Requi is for the Exterior Walls based on the f __/\__U_No<m_<_ mZ|_|m
ATS AUTOMATIC TRANSFER 1.D. INSIDE DIAMETER ' conaraton dstace _mm :ocw%_aa%m or the Sxterior THalls based on the fire
SWITCH INFO INFORMATION 8. IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION DOCUMENTS AND P .
VERIFY ALL WORK ASSOCIATED WITH ALL TRADES. FOR EXAMPLE, IF ELECTRICAL CONSTRUCTION : : : :
BD ’ North: _N/A South: _N/A East: _N/A West: N/A
BOARD INSUL. INSULATION DOCUMENT INDICATES A NEW ELECTRICAL SWITCH TO BE LOCATED WITHIN AN EXISTING WALL WHICH / /
BITUM. BITUMINOUS LAV. LAVATORY REQUIRES THE EXISTING GYPSUM BOARD TO BE CUT, PATCHED, AND REPAIRED, IT WILL BE THE E.  Mixed Occupancies: _ YES Nonseparated Uses: _N/A
BLDG BUILDING LT. LIGHT HLHM,H.. O_m, UE/)\HZQM GENERAL CONTRACTOR'S RESPONSIBILITY TO CUT, PLACE THE NEW ELECTRICAL AND REPAIR GYPSUM -
B.M. BENCHMARK MATL. MATERIAL BOARD WALL. F: Sprinklers:
B.0. BOTTOM OF MAX. MAXIMUM Required: YES Provided: YES Type of Sprinkler System: WET PIPE
BRG. BEARING MECH. MECHANICAL
BTWN. BETWEEN MFR. MANUFACTURER ARCHITECTURAL I / H_”OH_”ZH_”‘H.. K H_,/\Hk}w G:  Number of Stories: __1 Building Height:
CER. CERAMIC MIN. MINIMUM
H:  Actual Area per Floor (square feet): SEE DRAWINGS
cd CONSTRUCTION JOINT MISC. MISCELLANEOUS 1 OF 6 A—GI000 COVER SHEET p (sq )
CLG. CEILING M.O. MASONRY OPENING 2 OF 6 A-GIOO1 ARCHITECTURAL ABBREVIATIONS AND VICINITY MAP I Tabular Area: SEE DRAWINGS
CLR. CLEAR MTL. METAL 30F 6 A—SP101 ROOF DETAILS S —
CMU CONCRETE MASONRY UNIT NIC NOT IN CONTRACT 4 OF 6 A—DP101 ROOF DEMOLITION PLAN J. Area Modifications:
COL. COLUMN NO. NUMBER 5 OF 6 A—-RP101 NEW ROOF PLAN PROJECT LOCATION
CONC. CONCRETE N.T.S. NOT TO SCALE 6 OF 6 A-DT500 ROQF DETAILS DA,= A+ Acle | | A =100 F ool
CONT. CONTINUOUS 0.C. ON CENTER o 100 100 P 30
CONST. CONSTRUCTION 0.D. OUTSIDE DIAMETER ' acohus . . . .
COORD. COORDINATE O.H. OVERHEAD BE £ m.&,.,ﬂ.w_.,,_”__“u_,..un,_._ﬂ b) Sum of the Ratio Calculations for Mixed Occupancies:
CTJ CONTRACTION JOINT OPP. OPPOSITE : weiy | |t Actual Area
DBL. DOUBLE PART. PARTITION N I | Gy, e (Copeeren, [y South Jerdan, ¥ Allowable Area 1
. " Teocel ¢ © 15
W"“wpé W“MMA_W..__..M__M OF PUBLIC WORKS W__“um_u. WmMﬂMzo_ocr>m " a@m“:qﬂ M_ ﬁs.w”a_._wﬂs._(g Riverion, 9%2,\. c) Total Allowable Area for:
. . hOO)Z Ll uest, Inc ; & 5 | €le hm il
1) OneStory: _ — MARK | DATE DESCRIPTION
DPG DUGWAY PROVING GROUND PNTD. PAINTED —_
DTL. DETAIL PS| POUNDS PER SQUARE INCH Q BRIGHAM CITY 2) TwoStory: Ay(2_= ISSUE TYPE: CONSTRUCTION DOCUMENTS
DWGS. DRAWINGS R.D. ROOF DRAIN \ OCDEA 3) Three Story: A,(3)_=
EA. EACH RAD. RADIUS ’ ) \omﬁzmsz ISz \ d) Unlimited Area Building: Yes _—  No __—  Code Section: _ — .
= EXPANSION  JOINT REINF REINFORCED ) — K Fire Resistance Rating Requirements for Building Elements (hours) ISSUE DATE: 14 >GQGM‘H,u 2006
ELEV. ELEVATION REQD REQUIRED _JVENDOVER A, . 9 7eq 9 .
EQ. EQUAL RET. RETURN [[—30] ’ 0 U Assembl A bl .
i 2 Element H Y| Element H ssembly DFCM PROJECT NO: 06019660
E.S. EACH SIDE REV. REVERSED PARK CITY emen O Listing | SO e" OUS | Listing
EXIST. EXISTING RM. ROOM AMERICAN FORKY, OREM & Exterior Bearing Walls w Floors - Ceiling Floors m CAD PROJECT NO: 2006-11
O X Interior Bearing Walls Roofs - Ceiling Roofs .
__MVVM.__U.>Z. WHWM_MN_MZ M%DMU MMHMW_C_W_HUMZ_ZO c@%m u MWMNWI FORK %W Exterior Non-Bearing Walls W Exterior Doors and Windows 0 CAD DWG FILE:
. . Q S Structural Frame Shaft Enclosures — .
L& << L
E.W.C. ELECTRIC WATER COOLER SHR. SHOWER & o Partitions - Permanent w Fire Walls w Umﬂ>. BY: BRIAN AND SCOTT
F.D. FLOOR DRAIN SHT. SHEET QEWEHO Wm< NEPHI Fire Barriers Fire Partiions CHK'D BY: SCOTT
FDN. FOUNDATION SIM. SIMILAR r COPYRIGHT: STATE OF UTAH
F.E. FIRE EXTINGUISHER SPEC. SPECIFICATION UTAH L. Design Occupant Load: _N/A
F.E.C. FIRE EXTINGUISHER CABINET STD. STANDARD O EPHRAIM Exit Width Required: N/A Exit Width Provided: N/A SHEET TITLE
F.F. FINISH FLOOR STR. STRUCTURAL S — FINISH \ M.  Minimum Number of Required Plumbing Facilities:
FIN. FINISH SUSP. SUSPENDED e a g Pt eonerete [ [TITTTTTITTLT] AgeaT s XN LUMBER . .
a) Water Closets - Required (m) N/A () N/A  Provided (m) _N/A () N/A
FLR. FLOOR THRU THROUGH o . ( .
FL FLOW LINE T.0. TOP OF F RICHFIELD b) Lavatories - Required (m) _N/A (f)_N/A  Provided (m) _N/A (f) N/A
FTG. FOOTING T.0.A. TOP OF ASPHALT 7 STEEL STUD WOOD ¢) Bath Tubs or Showers: =
GA. GAGE T.0.C. TOP OF CURB PARTITION X FRAMING 4 me d) Drinking Fountains: - Service Sinks: _ —
GALV. GALVANIZED T.O.F. TOP OF FOOTING 0A & FOOTNOTES:
GF=cl GOVERNMENT FURNISHED T.0.S. TOP OF SLAB OR SIDEWALK &40 1) In case of conflict with the U.S. Department of Justice Federal Registers Parts 1
[ ] N e
CONTRACTOR INSTALLED T.0.W. TOP OF WALL § m_mm>z_o W 1 PLYWOOD PAROWAN &’ through ¥ - ADA Guidelines and specific reference to the International Building SHEET NUMBER
GF-Gl GOVERNMENT FURNISHED TYP. TYPICAL O Code Accessibility Chapters, the more restrictive requirement shall govern.
GOVERNMENT INSTALLED VERT. VERTICAL i , . — o
A —— ELEVATION VIEW 2) Additional Code Information shall be provided at the discretion of the Building
G.l. GALVANIZED STEEL VEST. VESTIBULE , CETALL NUMBER CEDAR CITY, Official for Complex Buildings. Including, but not limited to:
GND. GROUND w/ WITH a DETAIL NUMBER } SECTION NUMBER N b B SuEeT oN whicH N = r a) High Rise Requirements.
SHEET ON WHICH - SHEET ON WHICH i
GOVT. GOVERNMENT WD WOOD \A—2/ SHEET ON WHICt A—4/  SHEET ON WHICH S b) Atriums. o —
DETAIL c <7 ororoe 1 .x>z>w c) Performance Based O:ﬁw:m.
INTERIOR ELEVATION NORTH - d) Means or Egress Analysis.
/ / e) Fire Assembly Locator Sheet.
NOT TO SCALE f) Exterior and Interior Accessibility Route.
PARTITION TYPE a DOOR NUMBER @ WINDOW TYPE g) Fire Stopping, Including Tested Design Number. m —I— m ml_l N O ﬂ @




1 2 3 4 State of Utah
REFERENCE NOTES Department of Administrative Services

<> PROJECT LOCATION Division of Facilities
<2>> GENERAL CONTRACTORS STAGING AREA mewq%ﬁomof%mwzmﬁmmﬂna
<3>> EXISTING CONCRETE_AND ASPHALT PATHWAYS TO D Salt Loke Citv. Utah 84114
REMAIN OPEN TO PEDESTRIANS AND VEHICLES AT alt Lake City, Uta
ALL TIMES DURING CONSTRUCTION Phone: (801) 538 - 3018
<(4>> GENERAL CONTRACTORS PARKING AREA Fax: (801) 538 - 3267
<5>> CONTRACTOR VEHICLE ACCESS TO CONSTRUCTION
SITE . .
<> EXISTING DRIVE APPROACHES TO REMAIN CLEAR D Internet: http://www.dfcm.state.ut.us
AT ALL TIMES :
<7>> EXISTING SIDEWALKS TO REMAIN CLEAR AT ALL CREATED BY: P+A architects
TIMES ,
! — <8>> EXISTING AREA OF LANDSCAPING NOT TO BE P+A mq.o_.:ﬁmoﬁm
. DISTURBED 821 East Kensington Ave.

Salt Lake City, Utah 84105
P: 801.484.1161

m m Z m m>_l Z Ol_l m m MNBMW_Avwmwrﬂ@mwmw@ooqsommv:m.ﬁ

1. GENERAL CONTRACTOR IS RESPONSIBLE FOR
REPLACEMENT OF ANY SIDEWALK, CURB &
GUTTER, ASPHALT, LANDSCAPING ETC. DISTURBED
OR DESTROYED DURING CONSTRUCTION.
j 2. CONTRACTOR SHALL MAINTAIN EMERGENCY AND
UTILITY VEHICLE ACCESS AT ALL TIMES TO ALL

FACILITIES COMPLEX

=

&

@
{
/

>>
I

EXISTING BUILDINGS AND BUILDING ENTRANCES r :
3. GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING

SITE CONDITIONS PRIOR TO BIDDING.

4 GENERAL CONTRACTOR SHALL PROTECT EXISTING | [ I - z

BUILDING FROM DAMAGE DURING CONSTRUCTION.

B T =
i oor__ﬂ,u‘ 1 E ?/ LEGEND BUILDING NAME:
1 4 E ;. ; % 77| CONTRACTOR STAGING AREA AUTO TRADES BLDG.
4 Hiigie ! PARKING | CONTRACTOR PARKING AREA S.L.C.C.
_ 1 E l TAYLORSVILLE, UTAH
= 4 b ; DUMPSTER| CONTRACTORS DUMPSTER LOCATION C . .
) E E M O DU g - : ——-——  CONTRACT LIMIT LINE SALT PN
| = L N ﬁ g | AREA OF EXISTING BUILDING TO BE REROOFED C %@%ﬂ%@%
. ]
= C > U B W i :
uw | | e 0 | CCOLLEGE
. N - I [ - | A o
A y : Y] : | | 2 : \ PROJECT TITLE:
AW = : :B ﬂ\m) BUSINESS NE — \IA,Mv S
SOCCER FIELD _UH._ | ==t BUILDING | w _| O O
= - NI o> 0| | L.C.C.
_.__..m._._-m*mz%mu_.w_._<_._._mw mm DM : _L._l_ 7 | D 5 a ] AUTOMOTIVE |>C|_Io l_lm>omm w_lom.
0 — - , : — .. pp—
) ﬂ%: LIBRARY ‘wu ,\ . J ﬁ[ﬁ <51 Jﬂ ,ﬁ . (s , — =) w._.r_MWW__W_mQ _NOO_H_ZQ
2 — = AM@: “ | 8 | B <! : IMPROVEMENTS
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Wy o ! — <& =
< @ ADMINISTRATION Q i =
BUILDING [ O S | B
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|| ||7eey p— T ; | N~ -
) )OO “ m\ | |aPPLIED qmo_._zo_.ooﬂ_m_ NG ¥ | | U
PROJECT \ CENTER : <& il S \|Amv
LOCATION ¢ I ?ﬂ _ O — T ) m HD 0 | ERR \._l_ I ~ MARK | DATE | DESCRIPTION
o o o o u@ @“ \NMW ey mﬁ- - 00 m — w — — AUQ m\& / .ﬂ/ ~ _ _ N ISSUE TYPE: CONSTRUCTION DOCUMENTS
| O - . < ,
— — L I ) Q__ . ] ﬂ i — @ AN < <> L) U —{ ISSUE DATE: 14 AUGUST, 2006
CONIFER om_<m.”mpu = &vk@rﬂm@ = = = {¢= ==CONIFER DRIVE: = L 1 i P \|AV
ST S e e e e e e e e ] _A § -~ DFCM PROJECT NO: 06019660
_Jh_lLH_‘nmmw_omz._.w RESIDENCE @l\ Q = D Q CAD PROJECT NO: 2006-11
. JW | CAD DWG FILE:
CONIFERDRIVEe= = = = ivkj? — —= — —= CONIFER DRIVE DRAWNBY:  BRIAN AND SCOTT
\ J : 4 2 ; ﬁ : J . CHK'D BY: SCOTT
, . , B> COPYRIGHT:STATE OF UTAH
A 1T . SHEET TITLE
A
SHEET NUMBER
SALT Sy
CAKE i m@ /02 CAMPUS PLAN AND PROJECT LOCATION m@ /o SITE PLAN > m _U \_ O \_
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1 2 3 4 REFERENCE NOTES State of Utah

Department of Administrative Services

@ " gr @ @ @ @ <T>> EXSTING FULLY ADHERED E.P.D.M. ROOF NN it
276'-9 MEMBRANE AND ASSOCIATED MATERIALS TO BE Division of Facilities
0 REMOVED. SEE DETAIL 01/ADP101 THIS SHEET Construction & Management
132'-0 FOR DETAIL OF EXISTING MATERIALS TO BE 4110 State Office Building
REMOVED.. D Salt Lake City, Utah 84114
—<5> AwV/ <> EXISTING METALCAP FLASHING TO BE REMOVED. Phone: (801) 538 - 3018
EXISTING WOOD NAILERS TO REMAIN Fax: (801) 538 - 3267
EXISTING VENT THROUGH ROOF TO REMAIN
@ - ERD <> .. _._|. ERDo- I\lhv.l.l.\h@ ................. <> I.Im.wb,lnﬂ,./l.l.\ﬂ@.- ..................... =0 .. _ @ <>

PROVIDE NEW ROOFING SYSTEM. GENERAL CREATED BY: P+A architects

CONTRACTOR SHALL PROVIDE NEW PIPE FLASHING AS
REQUIRED AT ELECTRICAL AND WATER LINE ROOF

_
7 7 . GENERAL CONTRACTOR SHALL DISCONNECT EXISTING . .
\ ,r ,r / ;\ _\ /V_ %/W/ /r <_\3m.x.o. ELECTRICAL ROOF TOP A.C. UNITS AS REQUIRED TO Internet: http://www.dfem.state.ut.us
d _ PERFORM DEMOLITION OF EXISTING ROOF SYSTEM AND D
I
I

PENETRATIONS. GENERAL CONTRACTOR SHALL P+A architects
COORDINATE WITH FACILITIES PERSONAL PRIOR TO 821 East Kensington Ave.
DISCONNECTING ELECTRICAL SUPPLY AND SHUTTING Salt Lake City, Utah 84105
DOWN MECHANICAL UNIT. P: 801.484.1161
EXISTING LOWER ROOFS TO REMAIN UNDISTURBED F: 801.485.4640

e-mail parchitects@comcast.net

EXISTING UPPER ROOFS TO REMAIN UNDISTURBED

EXISTING ROOF RIDGE LINE

LOCATION WHERE UPPER ROOF CANTILIVERS OVER LOWER ROOF
EXISTING COUNTER FLASHING TO BE REMOVED

EXISTING ROOF MUSHROOM VENT TO BE REMOVED AND
REINSTALLED AS PER NEW ROOF PLAN ]

EXISTING ROOF ACCESS LADDER TO REMAIN UNDISTURBED

T

EXISTING ROOF VALLEY LOCATION

EXISTING ROOF EXPAINSION JOINT LOCATION. EXISTING

ROOF EXPANSION JOINT WOOD MAILERS TO REMAIN AND BE
REUSED IN NEW ROOFING SYSTEM ASSEMBLY. BUILDING NAME:

= ARCHITECTURE = PLANNING = DESIGN

900 990000

GENERAL NOTES AUTO TRADES BLDG.
® S.L.C.C.

" CONTRACIOR SHALL EXTEND EXISTG VENT STACK A5

@ PER NEW ROOF PLAN DRAWINGS AND DETAILS. |_|><_Iomm<_ _I_Im. C|_|>_I_

2  GENERAL CONTRACTOR SHALL REMOVE ALL DEMOLITION O ~ B
o o

DEBRIS FROM ROOF AND THOROUGHLY CLEAN EXISTING m >ﬁ%

ROOF PRIOR TO NEW ROOFING AND INSULATION SYSTEM

LAKE i

3 GENERAL CONTRACTOR SHALL NOT REMOVE EXISTING
WOOD PLATES AND NAILERS. EXISTING WOOD PLATES @ O ZEZTCZ%%MN
AND NAILERS TO BE REUSED ON NEW ROOFING SYSTEM. @ O HZFH@ QH@

4. SEE EXISTING ROOF MATERIALS DETAIL THIS SHEET FOR |
LAYERS, THICKNESS OF MATERIAL AND TYPES OF
MATERIALS TO BE REMOVED.

93'-0"
r-°—°—°—°—°—°—°—°—°§—°—°—°—°—°—°—°—°§—°—°—°—°—1

PROJECT TITLE:

N\ LEDGEND S.L.C.C.
ERD.O. EXSTNG PRIARY AND SECONDARY ROOF DRANS —AUTO TRADES BLDG.
&——  ARROW INDICATES DIRECTION OF EXISTING SLOPE ROOFING

IIIIIII CONTRACT LIMIT LINE IMPROVEMENTS

MARK | DATE DESCRIPTION

N\ ISSUE TYPE: CONSTRUCTION DOCUMENTSH
N\ — ISSUE DATE: 14 AUGUST, 2006
EXISTING FULLY ADHEARED EPDM DFCM PROJECT NO: 06019660
ROOF MEMBRANE TO BE REMOVED CAD PROJECT NO- 2006-11
EXISTING FULLY ADHEARED 3" THICK .
N g e WOOD FIBER BOARD TO BE REMOVED CAD DWG FILE:
S RS S S S Sk EXISTING FULLY ADHEARED DRAWNBY:  BRIAN AND SCOTT
s (2 g %] EP.S. BOARD, MAX THICKNESS 10" CHK'D BY: SCOTT
% @) © = M M 2 5 oom MIN. THICKNESS 4°, TO BE REMOVED COPYRIGHT: STATE OF UTAH
@ =¥ SIS @ E B RS SSS08885sed EXISTING 4 PLY BULT-UP
25y ASPHALT ROOF SYSTEM T0 BE REMOVED | SHEET TITLE
a[= S

—EXISTING FULLY ADHEARED 3-%" THICK
WOOD FIBER BOARD TO BE REMOVED D m Z O —I — — O Z

—EXISTING ASPHALT ROOF SYSTEM —

LAYER TO REMAIN

o e e A//|mx_m=zo LIGHT-WEIGHT >
\. ! CONCRETE DECK TO REMAIN

EXISTING CONCRETE DOUBLE

@
©
T

® 0 ® @) (®) T BEANS TO REVAN SHEET NUMBER

SALT BN o
CitimeMl| (T, () DEMOLITION ROOF PLAN g EXISTING ROOF MATERIALS
omw\_kmﬂmﬁ% w@%ﬁ: /@m@\ SCALE  1/16" = 1'-0° H@ SCALE  11/2"=1-0" >| D m ﬂ A O A

1 2 3 4 5 SHEET 4 OF 6
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132'-0"
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@ ®
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X &

SALTPwn
TAKE

70\ NEW ROOF PLAN

COMMUNITY
COLLEGE

PLAN NORTH

[G—

1/16" = 1'-0"

N Carpio1 SCALE

REFERENCE NOTES

<> NEW TPO ROOF MEMBRANE FULLY ADHERED TO 4"

&

@9 9900 0 900 ¢

GYPSUM DENZ DECK. %" GYPSUM DENZ DECK TO BE
ADHERED TO TAPERED E.P.S. SYSTEM WITH LOW RISE

FOAM. %" GYPSUM DENZ DECK TO HAVE ALL SEAMS
SEALED TO PREVENT T.P.0. MEMBRANE ADHESIVE
FROM COMING INTO CONTACT WITH TAPERED E.P.S.
SYSTEM. TAPERED EXPANDED POLYSTYRENE TO BE
FULLY ADHERED TO EXISTING LIGHTWEIGHT CONCRETE
DECK WITH LOW RISE FOAM. MINIMUM THICKNESS OF

INSULATION AT ANY LOCATION TO BE 1-%" THICK.

NEW STANDING SEAM PRE-FINISHED METAL CAP
FLASHING. COLOR AND FINISH TO MATCH EXISTING
BUILDING CAPFLASHING COLOR. GENERAL
CONTRACTOR SHALL PROVIDE STANDING SEAM
EXPANSION JOINT AT A MAXIMUN OF 10'-0" 0.C.
SEE DETAIL 08/ADT500

EXISTING MECHANICAL UNITS SHALL BE LIFTED AS
NEEDED TO PROVIDED NEW FLASHING AT BASE AND
NEW TAPERED ROOF SYSTEM. SEE DETAIL

06,/ADT500

NEW REINFORCED ROOFING MEMBRANE WALKWAY
PADS, SEE LEGEND AND DETAIL 02/ADT500.

VENT PIPE ROOF PENATRATION TO RECEIVE VENT
PIPE BOOT SEE SPECIFICATION AND DETAIL

03/ADT500

NEW 24 GA. PREFINISHED METAL FLASHING,
COUNTERFLASHINGS AND WALL CAPS. COLOR TO
MATCH EXISTING. SEE DETAIL 05/ADT500

PROVIDE SEALANT AND PAINT ALL ROOF PENETRATIONS.
NOTE: DO NOT PAINT ALUMINUM OR STAINLESS STEEL
HOODS, VENTS, ETC.

RIDGE LINE.

VALLEY LINE. MINIMUN SLPOE IN VALLEY TO BE %

PER FOOT.

ROOF BELOW TO REMAIN UNDISTURBED

EXISTING ROOF TURTLE TYPE VENTS TO BE REMOVED AND

REINSTALLED AS NECESSARY FOR INSULATION OF NEW
ROOF SYSTEM.

LOCATION WHERE UPPER ROOF CANTILEVERS OVER
LOWER ROOF.

LOCATION OF ROOF EXPANSION JOINT, SEE DETAIL
04/ADT500

GENERAL NOTES

1.

10.

.

12.

13.

14,

CONTRACTOR MUST VISIT THE SITE SO AS TO BE FAMILIAR WITH
ALL EXISTING CONDITIONS. BRING ANY QUESTIONS OR CONCERNS
TO THE ATTENTION OF THE PROJECT MANAGER FOR
CLARIFICATION, FOR ADDENDUM PRIOR TO BID OPENING. NO
ALLOWANCES WILL BE MADE FOR CONDITIONS THAT ARE
CLEARLY MSIBLE.

CONTRACTOR SHALL WORK WITH LOCAL LEADERSHIP ON
SCHEDULING TO INSURE CONTINUED USE OF THE BUILDING
NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE SHALL
HAVE ACCESS TO THE BUILDING WITHOUT PRIOR AUTHORIZATION.

ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
RESPONSIBILITY OF THE CONTRACTOR.

BEFORE FABRICATION OF ANY SHEET METAL WORK, SUBMIT
SHOP DRAWINGS TO PROJECT ARCHITECT FOR REVIEW AND
APPROVAL.

COMPLY WITH ALL MANUFACTURER’S SPECIFICATIONS AND
RECOMMENDATIONS.

CONTRACTOR RESPONSIBLE TO KEEP BUILDING WATERTIGHT AT
ALL TIMES. STARTING FROM NOTICE TO PROCEED TO
SUBSTANTIAL COMPLETION ANY DAMAGE TO THE BUILDING OF
ITS CONTENTS WILL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

CONTRACTOR TO CHECK ALL MECHANICAL EQUIPMENT BEFORE
DISCONNECTING TO MAKE SURE THEY ARE OPERATING
PROPERLY. CONTRACTOR IS RESPONSIBLE FOR UNITS TO BE IN
COMPLETE OPERATING CONDITION AT THE COMPLETION OF THE
PROJECT. COORDINATE SHUTDOWN WITH USERS.

ALL PIPES, CONDUITS AND MECHANICAL UNITS TO REMAIN ON
ROOF ARE TO BE PROTECTED AND KEPT CLEAN THROUGH THE
END OF CONSTRUCTION.

FIELD VERIFY ALL DIMENSIONS PRIOR TO ORDERING ANY
MATERIALS, VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS.
DO NOT SCALE DRAWINGS FOR QUANTITIES.

ANY SIDING, FASCIA, ETC. THAT NEEDS TO BE REMOVED TO
COMPLETE THIS JOB ARE TO BE PART OF THE CONTRACT.
CARE MUST BE TAKEN TO ENSURE THAT ALL ITEMS TO BE
REINSTALLED ARE NOTE DAMAGED DURING REMOVAL AND/OR
INSTALLATION. CONTRACTOR WILL REPLACE ALL PIECES THAT
ARE DAMAGED.

AT THE END OF CONSTRUCTION, CONTRACTOR IS TO CLEAN OUT
AND FLUSH ALL ROOF DRAIN LINES TO MAKE SURE THEY ARE
NOT PLUGGED AND ARE IN WORKING CONDITION.

ALL EXISTING VENT STACKS TO REMAIN. GENERAL
CONTRACTOR SHALL EXTEND EXISTING VENT STACK AS
PER NEW ROOF PLAN DRAWINGS AND DETAILS.

ALL ROOF AREAS MUST SLOPE TO DRAIN. POND WATER
IS NOT ACCEPTABLE. ALL TAPERED INSULATION,
CRICKETS, SADDLES AND ANY OTHER APPURTENANCES
NECESSARY TO ACCOMPLISH THIS TASK ARE PART OF
THIS CONTRACT.

ROOFING SYTEM TESTING AS PER U.L. 263 BASIC
STANDARDS FOR ROOING PRODUCT INVESTIGATION,
INSTALLATION AS PER CARLISLE SYNTECH
INCORPORATED ROOQFING SYSTEMS, TGFU.R8103 CLASS
"A” T.P.0. ROOFING SYSTEM, FULLY ADHEARED

LEDGEND

—— ARROW INDICATES DIRECTION OF EXISTING SLOPE

%

.R.D.
&l_u —¢EXISTING PRIMARY AND SECONDARY ROOF DRAIN
R.D. LOCATIONS. EXISTING PRIMARY AND SECONDARY

ROOF DRAINS TO BE LOWERED AS NECESSARY
FOR NEW ROOF SYSTEM. GENERAL CONTRACTOR
SHALL PROVIDE NEW CAST IRON ROOF DRAIN
BASKETS AT ALL EXISTING PRIMARY ROOF DRAIN
LOCATIONS. GENERAL CONTRACTOR SHALL
PROVIDE NEW LEAD ROOF DRAIN PAINS AT ALL
EXISTING ROOF DRAIN LOCATIONS. SEE DETAIL

01/ADT500

——NEW REINFORCED WALKWAY PADS SEE DETAIL
01/ADT502 AND SPECIFICATION.
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NEW STANDING SEAM PRE-FINISHED
METAL CAP FLASHING. GENERAL

16-1/2"

CONTRACTOR SHALL PROVIDE STANDING
SEAM EXPANSION JOINT AT MAX.
10'-0" INTERVALS.

B R ———

G.C. TO VERIFY
_TASTENERS @ 8" 0.C.

e S——

CONT. HOLD DOWN CLEAT
NAIL CLEAT 6" 0.C. MAX WITH

HOT DIPPED GAL. NAILS 1-%’ LONG
CONT. SEALANT

EXISTING CONCRETE BUILDING—\_
STRUCTURE TO REMAIN UNDISTURBED

N —)

(RRXX

EXISTING 2X TOP PLATE TO
BEREUSED

NEW %" PRELITE BOARD
ANCHORED TO WOOD PLATES

FASTENERS WITH NEOPRENE
WASHERS @ 8" 0.C.

“N\——CONT. SEALANT

\lzms FULLY ADHERED %’ DENZ DECK BOARD.

NEW FULLY ADHEARED T.P.0. ROOF
MEMBRANE SEE SPECIFICATION

NEW TAPERED 2-% Ib. EXPANDED
POLYSTYRENE INSULATION BOARD
FULLY ADHERED TO EXISTING
LIGHT WEIGHT CONCRETE DECK.
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L—EXISTING LIGHTWEIGHT CONCRETE DECK

|_—EXISTING CONCRETE DOUBLE
~1 1" BEAM

N\ EXSTING WOOD BLOCK PLATE
ANCHORED TO EXISTING CONCRETE
DOUBLE "T" BEAMS.

/

/i

EW FULLY ADHERED %" DENZ DECK BOARD.

/

]l

S TTIITTT TOVT

CONT. BEAD OF SEALANT
FASTENER W/ NEOPRENE WASHERS @ 12" 0.C.

24 GA. PREFINISHED METAL COUNTER FLASHING
PROVIDE SEALANT TOP AND BOTTOM.

EXISTING MASONRY

EXISTING 2X TOP PLATE

NEW PRE-FINISHED METAL CAP

FLASHING WITH CONT HOLD DOWN.

GENERAL CONTRACTOR SHALL PROVIDE
SHIP-LAP EXPANSION JOINT AT 10’-0"

MAX.

ASTENER W/ NEOPRENE WASHERS @ 12" O.C.

TPO FLASHING MEMBRANE.

%" GYPSUM DENZ DECK FASTENED
TO EXISTING WOOD PLATES

HOT-ARR WELD

FULLY ADHEARED TPO ROOF
MEMBRANE SEE SPECIFICATION

—FULLY ADHERED 1/2” GYPSUM DENZ DECK.

—NEW 2-% Ib. MIN. TAPERED E.P.S.
ROOF INSULATION. SEE NEW ROOF PLAN

H

l/%[mx_wq_zo LIGHTWEIGHT CONCRETE DECK

\ /Imx_wzzo CONCRETE DOUBLE

"T" BEAM

/oozommqm STRUCTURE

EXISTING PRECAST CONCRETE WINDOW SILL
CONT. BEAD OF SEALANT
FASTENER W/ NEOPRENE WASHERS @ 12" 0.C.

24 GA. PREFINISHED METAL COUNTER FLASHING
PROVIDE SEALANT TOP AND BOTTOM.

EXISTING MASONRY

EXISTING 2X TOP PLATE

NEW PRE-FINISHED METAL CAP
FLASHING WITH CONT HOLD DOWN.
GENERAL CONTRACTOR SHALL PROVIDE
SHIP-LAP EXPANSION JOINT AT 10’-0"
MAX.

TPO FLASHING MEMBRANE.

HOT-ARR WELD

"T" BEAM

WINDOW SILL

e
5\ ROO

0

FASTENER W/ NEOPRENE WASHERS @ 12" 0.C.

J3" GYPSUM DENZ DECK FASTENED
TO EXISTING WOOD PLATES

FULLY ADHEARED TPO ROOF
MEMBRANE SEE SPECIFICATION

"4 —FULLY ADHEARED %" GYPSUM DENZ DECK.

—NEW 2-% Ib. MIN. TAPERED E.P.S.
ROOF INSULATION. SEE NEW ROOF PLAN

//%lmx_wq_zo LIGHTWEIGHT CONCRETE DECK

\ /Imx_wzzo CONCRETE DOUBLE
/oozomm:m STRUCTURE
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DT50Q/ SCALE 3

CONT. SEALANT

FASTENERS @ 12" 0.C.
METAL REGLET

N\

2" WIDE CLIP —— APPROX. 30" O.C.

24 GA. PRE—FINISHED METAL JOINT COVER
PLATE 6" WIDE MIN.

24 GA. PRE—FINISHED METAL PARAPET

VAN

AN \I "
’ /%/_ 7 s 017 oc.
S \\\\\\\\\\ \— “‘
% <
N CONTIUOUS TAPERED WOOD SHIM
/ﬂu =l5 WOOD NAILER

BONDING ADHESIVE
TPO FLASHING MEMEBRANE

%' PERLITE
HOT-AIR WELD

MEMBRANE FULLY ADHERED TO INSULATION BOARD

%" DENZ DECK BOARD OVER TAPERED E.P.S.
ADHERED TO LIGHT WEIGHT CONCRETE DECK

EXISTING LIGHT-WEIGHT CONCRETE

A \
/" ROOF DETAIL @

—09.dwg

4

L, —EXISTING SWAMP COOLER
L, —CONT. NEOPRENE GASKET

\ | —CONT. SEALANT

22 GALVANIZED CAP OVER ENTIRE CURB.

AN

[ %%}

ONT. SEALANT
EXISTING WoOD CURB

)@ SCALE

FASTENERS @ 8" 0.C. W/ NEOPRENE WASHER

HOT-AIR WELD
\ FULLY ADHEARED TPO ROOF
: \l MEMBRANE SEE SPECIFICATION

5 FULLY ADHEARED GYPSUM DENZ DECK.

\
F DETAIL @ WINDOW SILL

EW E.P.S. TAPERED INSULATION
FULLY ADHERED TO LIGHT WEIGHT
CONCRETE DECK

— EXISTING LIGHT-WEIGHT CONCRETE

CONTINUQUS CLEAT
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27w\ ROOF DETAIL g7\ FLASHING DETAIL g7 \CURB DETAIL @ MECH. UNIT g%\ SEAM DETAIL @ FLASHING
S\ADT50Q) SCAE 3 = 10" w DT50Q/ SCALE  11/2" = 10" é SCALE 3" =1-0" T\WDT500/ SCALE 3" = 1'-0"
STANDING SEAM SHEET METAL: ~ XIBLE WEATHERPROOF MEMBRANE h ¥
EXPANSION JOINT COVER; SLOPE CLOSURE
TOP AT 1/2":12"
CONTINUQUS HOLD DOWN CLIP, TYP.
1]l ——PROVIDE 1 (ONE) NEW, TREATED 2°x6" PLATE.
COMPRESSIBLE INSULATION y_Te 1 [llll _—FASTENER W/ NEOPRENE WASHERS @ 12" 0.C.
FLEXIBLE VAPOR RETARDER—L| o= : NEW %" GYPSUM DENZ DECK FASTENED STANLESS STEEL CLAMP RING
/WM/A = TO EXISTING WOOD PLATES WATERSTOP , TP0 WALKWAY. SLOPE TO DRAIN IS 1:1 (8.4
: \u EXISTING 2X WOOD NAILERS AND PLATES 0 MENERANE 30 yarn % m__w_ko_mem_: E: _wﬁ@. T
CONT. SEALANT, TYP. X A HOT-AR WELD \ o & sﬁwﬁﬁm_ﬂm@. Mwﬁoﬁzﬂoﬁ%
/" VEVBRANE SEE SPEGFICATION O UBERAC PG HOL M AEIBRAE 0 COMODE B
-W%N_qwmwﬂ ADHERED %" GYPSUM , mm.a% 30 PUTE
, ~NEW 2-% Ib. MIN. TAPERED E.P.S. =
> ROOF INSULATION. SEE NEW ROOF PLAN
S~ T~
I (> / N me_&_zo LIGHT-WEIGHT CONCRETE ASSIRE ALL BOLTS ARE SECURED AND FUMCTONAL
\__/ EXISTING WOOD BLOCK ANCHORED ORAN BOWL
) \_ / TO LIGHT-WEIGHT CONCRETE HEAT WELD ALL 4 SIDES OF THE NOTE
EXISTING CONCRETE BEAM NOTES: WALKWAY TO TPO MEMBRANE. 1. mmﬁ_% @__:w____va. ﬁ__gi m_ _m._»za._mé A
1.WALKWAY SECTIONS SHOULD BE SPACED PROPERLY TO ALLOW FOR DRAINAGE. MENBRANE ASSURNG SEAM IS COVERED, R STRP IN SEAW
N A SPACING BETWEEN WALKWAY SECTIONS SHALL BE 1" [25.4 mm] MINIMUM TO WTH 6" (152.4mm) WOE TPO NEMBRANE.
3" [76.2 mm] MAXIMUM.
o o> o
27w\ ROOF EXPANSION DETAIL = 0\ PIPE WRAP =\ WALKWAY PAD = o\ TPO AT ROOF DRAIN
m@ SAE 3 = 0" 1 5 m@ SCAE  N.TS. 3 é SCAE  N.TS. 4 m@ SAE NTS 5
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